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DECLUTCHABLE GEAR OPERATOR DG

GENERAL CHARACTERISTICS

Actreg DGs are installed in between the pneumatic actuator and the 
valve and provide a means of manually overriding the system

• Direct assembly with ACTREG ASR/ADA actuators

• Aluminium housing

• IP65

• Double adjustment stroke

• TR-CU

• Options on demand:

• C5 and extreme low temperature executions

• 3/2 relief valve

C5 
anticorrosive

DG... C5

Extreme low
temperature

DG…E

Standard

DGQtyItemNo.

SS316SS304SS3044Bolt1

SS316SS304SS3041The limiting assembly2

AluminiumAluminiumAluminium1Bracket Cap3

NBR 70SiliconeNBR 702O-Ring4

Carbon blackCarbon blackCarbon
black2Clip spring5

SS316Carbon Steel 
45#

Carbon
Steel 45#1Connecting shaft6

Ductille IronDuctille IronDuctille Iron1Worm gear7

SS316Carbon Steel 
galvanized

Carbon
Steel 

galvanized
1Wrench8

SS316SS304SS3041The set screws9

AluminiumAluminiumAluminium1Body10

SS316Carbon blackCarbon
black2Adjusting Bolt11

SS316Galvanizated
Steel

Galvanizated
Steel2Adjusting Bolt Gasket12

SS316Galvanizated
Stee

Galvanizated
Stee2Adjusting Nut13

NBR 70PTFENBR 702Adjusting nut sheath14

NBR 70SiliconeNBR 702O-Ring15

NBR 70SiliconeNBR 702O-Ring16

SS31645# Steel 
plating

45# Steel 
plating2Ecocentric shaft17

Powder 
Metalurgy

Powder 
Metalurgy

Powder 
Metalurgy2Bearing18

Carbon steel
45#

Carbon steel
45#

Carbon steel
45#1Worm19

SS316Carbon steel
45#

Carbon steel
45#1Rotating shaft20

SS316Carbon blackCarbon
black1Pin21

AluminiumAluminiumAluminium1Hand wheel22

SS316Carbon blackCarbon
black1Pin23

StandardLow 
TemperatureStandardGrease24

C5C4C4Coating25
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DECLUTCHABLE GEAR OPERATOR DG

DIMENSIONS
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Only for DG-254 shaft connection

Weight 
(kg)M2 x Depth Dv2M1 x DepthDv1F2Do2F1Do1LKJ x DepthIHGFEØDCBA

2,3M6 x 1050 
(F05)M8 x 1570 

(F07)6.550 
(F05)8.570 

(F07)1301417 x 2014,510090544420011012570DG050

2,3M6 x 1050 
(F05)M8 x 1570 

(F07)6.550 
(F05)8.570 

(F07)1301717 X 2014,510090544420011012570DG050A

5,6M10 x 20102 
(F10)M12 x 22125 

(F12)11102 
(F10)13125 

(F12)1802227 x 3021,51241407065300160185115DG102

5,6M10 x 20102 
(F10)M12 x 22125 

(F12)11102 
(F10)13125 

(F12)1801727 x 3021,51241407065300160185115DG102A

12,5M10 x 
25

102 
(F10)M16 x 25140 

(F14)11102 
(F10)17140 

(F14)3002736 x 4025,51621907885400210230140DG140

25,8--M20 x 35165 
(F16)17140 

(F14)21165 
(F16)3853636 x 4037,5181230105105600243268165DG165

40,3M20 x 
35

165 
(F16)M16 x 25254 

(F25)21165 
(F16)17254 

(F25)40046Ø60 x 7049,5205265130130700283330275DG254



DECLUTCHABLE GEAR OPERATOR DG

CONFIGURATION WITH ACTREG ASR/ADA

DGASRDGADA

DG050ASR0020F03F05S*DG050ADA0020F03F05

DG050ASR0040F05S*DG050ADA0040F05

DG050ASR0080F05F07S*DG050ADA0080F05F07

DG050ASR0130F05F07S*DG050ADA0130F05F07

DG102AASR0200F07F10S*DG050ADA0200F07F10

DG102ASR0300F07F10S*DG102ADA0300F07F10

DG102ASR0500F10S*DG102ADA0500F10

DG140ASR0850F10F12S*DG102ADA0850F10F12

DG165ASR1200F10F14S*DG140ADA1200F10F14

DG165ASR1750F14S*DG140ADA1750F14

DG165ASR2100F16S*DG165ADA2100F16
DG254ASR2500F16S*DG254ADA2500F16

DG254
(Note 1)ASR4000F16F25S*DG254ADA4000F16F25

Note 1: check with Actreg. Sizingtobe checked with valve torque. Special versión DG254_HW1000 available

PERFORMANCE

OUTPUT 
TORQUE

INPUT 
TORQUE 

OUTPUT 
TORQUE

INPUT 
TORQUE WHEELGEAR 

RATIOMODEL

405Nm80-100Nm315Nm60-80Nm3001:40DG050

405Nm80-100Nm315Nm60-80Nm3001:40DG050A

486Nm80-100Nm378Nm60-80Nm4001:36DG102

486Nm80-100Nm378Nm60-80Nm4001:36DG102A

1013Nm80-100Nm788Nm60-80Nm6001:50DG140

1320Nm80-100Nm1155Nm60-80Nm7001:55DG165

1050Nm80-100Nm919Nm60-80Nm8001:50DG254

1500Nm80-100Nm1313Nm60-80Nm10001:50DG254
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DECLUTCHABLE GEAR OPERATOR DG
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SENSOR

F05 (50mm)50

F10 (102mm)102

F14 (140mm)140

F16 (165mm)165

F25 (256mm)254

ACTUATOR ADAPTER (Only for 50, 102 Model)

Special actuator adapter (17mm)A

Standard adapter-

GB   102  - A 

GEAR BOX CODIFICATION




